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 Abstract 
 
Lithium Ion Batteries (LIBs) are a promising green energy storage system with application 
toward portable electronic devices, electronic vehicles (EVs) and smart grid energy storage. 
High energy density is one of the most important advantages for LIB, however, 
improvements toward performance measures, such as energy density, power and rate 
capability, cycling life, safety and cost, need to meet the different requirements for various 
applications. It is well known that battery performance is highly dependent on the type of 
electrode material that is employed. Currently most LIBs are predominantly fabricated using 
graphite as an anode material. Therefore, finding a qualified candidate of anode material to 
replace graphite is the key to achieve a higher energy density of LIB. Silicon is a hopeful 
candidate for use as an anode material due to its super-high specific capacity (4200 mAh/g). 
However, this material suffers from severe volume change during the lithiation/delithiation 
process, thereby limiting its practical application in LIB.   
In this thesis, three sections of work were made for the practical application of Si anode in 
LIB. The first section was to develop a novel method to synthesis nanostructured Si anode 
materials, which is easy to handle, low cost and environmental friendly. The second section 
is focused on electrode optimization based on an engineering point of view, including 
electrode mass loading and density, binder selection and optimized cycle mode. The last 
section pertains to the development of electrolyte, which can further improve battery 
performance. A better Si-based electrode is presented LIB after this study. 
 
Keywords  
Silicon anode material, etching synthesis, nanomaterial, lithium-ion battery, electrode 
parameters, binders, electrolyte formula, electrolyte additives. 
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Chapter 1  
 
1 Introduction 
* Parts of this chapter have been published in Book chapter “Advanced Technologies for Li-
Ion Rechargeable Batteries” in the book of “Advanced Materials and Technologies for 
Electrochemical Energy”, Co-Edited by Pei-Kang Shen, Chao-Yang Wang, Xueliang Sun, 
San-ping Jiang, and Jiujun Zhang, Publisher: CRC Publisher. (In book series of 
Electrochemical Energy Storage and Conversion), (2014), in press.  
 
1.1 Introduction of Lithium Ion Batteries 
 
Figure 1.1 Comparison of the different battery technologies in terms of volumetric and 
gravimetric energy density. [9] 
Fossil fuels has been rapidly consumed as the main non-renewable resource in last few 
hundred years. However, it is estimated that the fossil can only last for 50-70 years [1-3] and 
also leads to many issues, such as greenhouse effect, air pollution [4-5]. It is obvious that the 
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urgent task has to be taken to find alternative energy sources which are environmental 
friendly and sustainable. A few clean energy resources such as wind, tide, hydro and solar [6-
8] have been studied for decades, and all of these energy are highly dependent with time and 
location of the operation.  Therefore, an effective energy storage system is a must to harvest 
and store the energy for later usage. Compared with other available batteries in current 
market, Lithium-ion batteries (LIBs) clearly provide more energy density in the terms of 
volume or weight (seen Figure 1.1). Therefore, rechargeable LIBs are a fast-growing 
technology which already widely used in daily life because of their light weight, high 
voltage, and high-energy density [9-11].     
A typical LIB has four key components: cathode, anode, separator, and electrolyte as 
presented in Figure 1.2. Cathode is the source of Li+ and anode is the receptor of Li+ during 
charge process and vice versa in discharge process. Separator is a thin porous polymer film 
which is immersed by electrolyte. Electrolyte acts as the media which allows the free 
movement of Li+. Because electrolyte only allows Li+ penetrate through, the electron has to 
go external circuit to transfer between cathode and anode. Most of the battery performance is 
decided by cathode and anode active materials. During the charging process step, Li+ ions are 
forced to transport from cathode side to anode side under the applied voltage on two 
electrodes. Meanwhile, the electrons move to anode through external circuit. In this step, the 
electrical energy will be converted to chemical energy and stored in battery. During 
discharge, the electron and Li+ transports back to cathode. The electrochemical reactions 
happened on the both electrodes are presented below.   
 
The LIB technology was commercialized by Sony in 1991 and has grown rapidly over the 
past two decades [12, 13]. After over 20 years development, current commercial LIB has 
700Wh/L and 200Wh/kg energy density, 80% capacity retention after 500 cycles. However, 
these performances are not yet satisfied for certain application, such as EV. For instance, 
3 
 
Tesla Model S (70D) has a 300 Kilometer mileage for each full charge in practical driving 
which is not enough for a long distance trip. Another problem with LIB for EVs is that its 
long charging time, which takes over 5 hours to full charge the battery pack. In other words, 
the energy density and rate performance of the battery packs are still not satisfied. Other 
applications like the batteries for energy storage system, such as solar and wind energy, have 
other specific requirements, including rate capability, higher capacity and high/low 
temperature storage. It is clear that certain designs of LIBs can achieve different battery 
performances by using different cathode and anode materials, and finally these batteries can 
meet the requirement for most of the devices and instruments. 
 
Figure 1.2 Configuration of Lithium Ion Battery work principle. [14] 
 
1.2 Challenges in LIB 
Despite of the development over two decades of LIB industry, the relatively low specific 
capacity of current commercial cathode (lithium cobalt oxide, 140-170mAh/g) and anode 
(graphite, 370mAh/g) materials limits the specific energy of LIB. Usually from the point of 
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view of LIB market, 5-8% capacity increase each year for both LIB manufacturers and 
customer applications. However, it is difficult to achieve desired capacity due to the 
limitation of electrode materials availability in the last few years. Some companies are 
looking for other options to reduce the cost of LIBs, such as longer cycle life and higher cut-
off voltage. But LIB researchers and scientists are still facing the problem of improving 
energy density for next generation LIBs. Changing the active materials for both cathode and 
anode electrodes is the key to improve the battery performance [14-16]. Great effort had been 
made for synthesis new materials with higher specific capacities, such as LixNiyCo1-yO2 for 
cathode and Silicon for anode. Figure 1.3 shows potential electrode materials for LIBs and 
many works are going on these projects which could lead us to next generation advanced 
LIBs.  
 
Figure 1.3 Potential materials for cathode and anode. [15] 
Furthermore, safety of LIB is also a critical issue for large scale applications, especially in 
EVs and grid energy system, which demand higher capacities by using battery packs. The 
Battery Management System (BMS) has been invented to reduce the potential of any 
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accident and minimize the damage before it happens. Several accidents involving LIBs have 
been reported in elsewhere. In January 2013, the Boeing 787 Dreamliner reported 5 accidents 
in 7 days, most of them involved their back-up batteries for electric system. The United 
States Federal Aviation Administration (FAA) ordered a review into the design and 
manufacture of the Boeing 787 for safety considerations. More airlines have imposed new 
restrictions on LIBs transportation in the end of 2014 because of its potential safety issues. 
The Tesla EVs (Model S) also had 4 serious fire accidents in 2013. This was caused by the 
damage of the battery packs. Therefore, improving safety of LIBs is more important for its 
further application.  
The last challenge for LIBs industry is the manufacturing cost due to its complicated 
production processes. Basically, current LIBs have three types of format, cylindrical cell, 
prismatic cell and pouch cell. All of them have mature manufacturing processes, and 
cylindrical cells (18650 format) have highest production efficiency and lowest cost since full 
automatic production line is available. Moreover, cylindrical cells provide consistent 
performance and no swelling which make them more reliable for battery packs. This is part 
of the reason for Tesla to choose cylindrical battery types for their EV application. Prismatic 
cells were the main power source for cell phones, but pouch cells have been rapidly seizing 
market share in the last few years, especially smart phone, tablet and other small portable 
devices. One of the main advantages is the diversity of cell shape which can provide more 
freedom for those who design new devices. Furthermore, pouch cell has excellent safety 
since the battery will not explode in extreme situations. However, compared with cylindrical 
and prismatic cell, the cost is much expensive due to more processes and production 
efficiency. It is also difficult to have a full automatic production line as the cell shapes will 
be changed regularly.  
 
1.3 The solutions for Si anode practical application 
Based on the requirement of current LIB market, it is quite clear that finding new active 
materials for next generation LIB is the priority. The development of cathode is mainly 
focusing on “Li-rich NMC” which combine the beneficial effects of Ni, Co and Mn with 
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some Li in the transition metal layers and demonstrate a higher capacities exceeding 280 
mAh/g [17]. For anode part, according to Table 1.1, Si anode has been considered as one of 
the most promising anode candidate due to its super high specific capacity (4200mAh/g) [16, 
18], which is ten times higher than graphite anode (372mAh/g). Nevertheless, the key 
problem for Silicon based anode is its huge volume change (420%) during 
lithiation/delithiation process [16, 19, 20] which leads to rapid pulverization and mechanical 
integrity damage of Si electrode, resulting loss of electrical contact and rapid capacity fading 
(Figure 1.4). In addition, binders and electrolyte are also crucial to address the key problem 
of Si-based electrode during cycling based on mechanical and electrochemical properties.  
 
Figure 1.4 Silicon anode and electrode failure mechanism in Lithium Ion Battery. [20] 
 
1.3.1 Si anode materials  
 
Table 1.1 Comparison of various anode materials (all the capacity numbers are based 
on materials in the delithiated state except lithium metal) [16] 
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Generally, there are two solutions to overcome huge volume change of silicon anode: (i) 
preparation of nanoscale materials and (ii) make porous Si anode. Nano-structured Silicon 
anode can dramatically reduce the volume effect during charging/discharging, which 
minimizes the electrode swelling thereby improves the cycle stability. Many efforts have 
been devoted to design various Si nano structures during last 10 years, such as Si 
nanoparticles (SiNPs) [21-27], Si nanowires (SiNWs) [28-31], Si hollow nanotubes 
(SiHNTs) [32], Si core-shell [33-37], Si/C composite [38-40] and SiOx [41-45].   
A new approach of deposition Si nanoparticles on graphene sheet was applied by using 
graphene oxide and silica nanoparticles [21], then followed by a magnesiothermoic reduction 
treatment to form Si particles, which is shown in Figure 1.5 (a). This method avoids using 
chemical vapour deposition (CVD) for the deposition and is also easier to operate. The SEM, 
TEM and HRTEM techniques confirmed the formation of SiNPs on the graphene sheet.  
 
 
Figure 1.5 SiNP-rGO anode material (a) Schematic illustration of the rGO-SiNaCl 
synthesis. (b) Low and (c) high magnification SEM images of hybrid material. (d) TEM 
image of SiNP on graphene. (e) HRTEM image of rGO-SiNaCl showing the lattice fringes 
corresponding to crystalline silicon. (f) 1st and 2nd cycle profile of Voltage vs Capacity. 
(g) Charge and discharge capacities of the rGO-SiNaCl electrode after two formation 
cycles. (h) Discharge capacities of the rGO-SiNaCl electrode as a function of C rate. [21] 
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According to Figure 1.5 (f – h), the electrochemistry properties are greatly improved. The 
first two cycles are for the formation treatment, which is the process of forming a stable SEI 
on anode electrode surface. The profiles were obtained at a current density of 100 mA/g in 
the potential window of 0.005 to 1.5V. In the first cycle, the charge and discharge capacity 
were 2949mAh/g and 1902mAh/g, respectively, and the efficiency was about 64.4%. 
However, the efficiency of 2nd cycle was 85.8% and the discharge capacity was 1850mAh/g. 
The following cycles were conducted at a current density of 2100 mA/g in the voltage 
window of 0.005 to 1.5V. The retention discharge capacity was 1165mAh/g after 100 cycles, 
which was about 87 % retention of the discharge capacity obtained at 100mA/g. The C rate 
test carried out at rates ranging from 0.1 to 2.0C for 5 cycles each. The discharge capacities 
slightly decreased when higher C rate applied. Compared with other Si anode materials, the 
C rate performance was greatly improved because of the high conductivity and strength of 
graphene sheets.    
Recently, Metathesis reaction was applied to synthesis SiNPs in one step at low temperature 
of 300℃ [22]. The reaction was very simple which can be described as follow: 
 
The XRD and Raman techniques are used to determine the phases of the samples. Figure 1.6 
(a) indicated that the cubic Si (crystalline phase) was synthesized by this method, also 
confirmed by the result of Raman analysis. The morphology of SiNPs was observed by 
FESEM and TEM as shown in Figure 1.6 (c) and (d). According to the images, the diameters 
of SiNPs were in the range from 40 to 100nm. The EDX result also revealed that the 
formation of SiNPs. After the formation cycles at a current density of 0.2A/g, the Si electrode 
was activated and exhibited a stable cycle performance both at the current density of 1.2A/g 
and 3.6A/g, respectively (shown in Figure 1.6 (f) and (g)). After 60 cycles, 1823mAh/g 
retention capacity was obtained at the current density of 1.2A/g, which equals to the 86 % 
discharge capacity of the third cycle.  As the current density increased to 3.6A/g, discharge 
capacity of 4th cycle was decreased to 950mAh/g, and retained about 795mAh/g after 250 
cycles.  
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Figure 1.6 “Metathesis” reaction synthesis SiNPs (a) XRD characterization of SiNPs. 
(b) Raman characterization of SiNPs. (c) FESEM image and (d) TEM image of SiNPs. 
(e) EDX spectrum analysis of SiNPS. Cycle performances at (f) 1.2A/g and (g) 3.6A/g 
current density. [22] 
SiNP is a typical zero dimensional nanomaterial which can achieve the smaller size which 
facilitate to minimize the volume effect. However, it also has high surface area, decreasing 
the first charge/discharge efficiency and also affect the slurry condition in water based binder 
system. One dimensional Si nanowire synthesized using CVD (Vapour-Liquid-Solid 
mechanism) followed by etching methods. SiNW provides a relative easier structure to blend 
in slurry, sufficient free space to accommodate volume change and better Li+ and electron 
conductivity in LIBs.   
Later, three-dimensional growth of highly dense SiNWs were deposited on carbon paper 
which shown in Figure 1.7 (a) [28]. TEM image in figure 1.7 confirmed that the SiNW had a 
core-shell structure. According to HRTEM images, the core shell structure of 34nm 
crystalline Silicon covered by amorphous shell. The diameter of SiNW was approximately 
120nm. The reversible capacity was about 3mAh/cm2 achieved with 1.06mg/cm2 SiNWs 
deposition and only 0.2mAh/cm2 capacity contributed from carbon matrix. The result of half 
cell test indicated 1350mAh/g reversible capacity retained after 200 cycles, which was 43.5% 
capacity retention. The full cell consist of SiNW core shell anode are LiFePO4 cathode tested 
at 0.25C exhibited small reversible capacity after 70 cycles without the balance of cathode 
and anode capacity. Electrochemical impedance spectroscopy (EIS) test shown that internal 
resistance increased with more cycles, like the normal full cell test. 
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Figure 1.7 SiNWs deposited on carbon paper (a) SEM image of 1.63mg/cm2 SiNWs 3D 
anode before cycling, scale bar is 20μm. (b) Low-magnification TEM image. HRTEM 
image of (c) SiNWs and (d) core-shell structure. (e) Capacity contribution of the carbon 
matrix only and with SiNWs. (f) 1.06mg Si/cm2 anode cycle performance. Full cell cycle 
performance (g) in coin cell format and (h) internal resistance analysis. [28] 
Of late, SiNWs were grown on stainless steel using CVD method was reported [31] and their 
performance are shown in Figure 1.8. The SEM images indicated that the morphology of 
SiNWs were well maintained after prelithiation and diameter of SiNW was slightly increased 
because of the formation of Si-Li alloy. TEM images also displayed that the structure change 
during prelithiation process. Initially, the surface of SiNWs was smooth and after 
prelithiation, the surface of nanowire became rough due to the formation of SEI and Li-Si 
alloy and the crystalline Si was still existed. The Au catalyst also deformed which revealed 
that the Au was also lithiated. With longer treatment, less crystalline Si core was observed 
until fully disappeared. Based on the systematically study of prelithiation time which shown 
in Figure 1.8 (i), the SiNWs were half lithiated after 20 minutes and full lithiated after 60 
minutes. The lithiated electrodes were cycled in half cell configuration and the discharge 
capacity of full lithiated electrode was much higher than 20 minutes treatment electrode. The 
cycle stability was also much improved. In addition, full cell test with SiNWs based anode 
and Sulfur/mesoporous carbon cathode was carried out at 0.2C current density. The full cell 
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had 80% capacity retention after 10 cycles and the discharge capacity kept decreasing in the 
following cycles, reaching 52% capacity retention after 20 cycles. 
 
Figure 1.8 (a) and (b) Schematic diagrams of prelithiation. SEM images of SiNWs (c) 
before and (d) after prelithiation. (e), (f), (g) and (h) are TEM images during 
prelithiation. (i) Time dependence study of prelithiation of SiNWs. (j) Cycling 
performance of SiNWs prelithiated for 20 and 60 minutes. (k) Voltage vs. Capacity 
profiles of the first, second and 10th cycles of the full cell. (l) Cycling performance of the 
full cell. [31] 
Besides SiNWs, hollow structure Si anode material had the advantage of the inner free space 
for volume expansion of Si during lithiation process. A novel double walled Si/SiOx 
nanotube anode [32] was designed using polymer template in which the inner layer was 
active silicon and the outer wall was confining SiOx. This unique structure is an excellent 
structure stabilizer due to the mechanical properties of nanotube. After sealed both tips of 
nanotubes, the electrolyte only contacted with the outer surface and could not penetrate the 
inner hollow space (Figure 1.9 (c)). During insertion step, Li+ penetrated through the outer 
wall and react with the inner silicon layer. The outer wall was mechanically rigid, so the 
inner silicon wall expands inward into the hollow space. This inward expansion is probably 
due to the soft silicon surface. The structure of this anode material was very stable which 
proved by SEM images (Figure 1.9 (f) and (g)) recorded after 2000th cycled electrode. The 
diameter of SiHNTs almost kept the same and SEI was also stable, confirming by EIS studies 
presented in figure 1.9 (j). Moreover, the electrochemical performances further indicated that 
the function of SiOx was the key of this structure design which strongly held the SiNT as a 
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whole. Without the help of SiOx outer layer, SiNTs had 40% capacity retention after 400 
cycles and SiNWs only had 20% capacity retention after 150 cycles at 0.2C current density. 
However, SiHNTs achieved 1350mAh/g capacity after 900 cycles. Long-term cycling test 
carried out for SiHNTs further confirmed that 88% capacity reserved after 6000th cycles at a 
10C rate current density. 
 
Figure 1.9 SiHNTs (a) schematic diagram of synthesis. (b) and (d) SEM images of 
SiHNTs. (c) TEM image of SiHNTs. SEM images of SiHNTs (e) before cycling, (f) after 
2000 cycling with and (g) without SEI. (h) Cycle performance of SiNWs, SiNTs and 
SiHNTs. (i) Long term cycle performance of SiHNTs. (j) EIS analysis of SiHNTs 
electrode. [32] 
This structure design provides a new concept of void space created inner side of nanoscale 
material, and SiOx considers as a rigid outer layer which can hold the structure. Although this 
structure showed enhanced performances, but there are still drawbacks. The first problem is 
to determine the thickness of SiOx layer that holds the SiNT structure. Further, the control 
oxidization process of SiNTs surface is also difficult during the formation step. Secondly, 
sealing the ends of SiNTs is crucial to prevent the inner Si layer from contacting with the 
electrolyte. The third problem is that the structure is still venerable during the calendar 
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process. CVD method was applied to deposit Si lay on carbonized polymer fibers, and more 
similar materials can be explored based on this concept in future with more cost efficiency.    
 
Figure 1.10 Porous Si@C sphere: (a) Schematic illustration for the synthesis of porous 
Si@C spheres. (b) Discharge capacities vs. cycle number for bare Si spheres, PVdF-
derived carbon and porous Si@C sphere. (c) Discharge-charge curves of Si@C spheres. 
Morphological, structural and compositional characterizations of porous Si@C 
spheres: (d, e) SEM images, (f) TEM image, (g, h) HRTEM images, (i) TEM-EDX 
elemental mapping. Microscopic structural features of porous Si@C spheres in a fully 
delithiated state after 20 cycles: (j, k) TEM images, (l) HRTEM image, (m) EDX 
spectrum, and (n) TEM-EDX elemental mapping. [33] 
Core-shell structure is another type of material that could accommodate huge volume change 
by forming a strong shell layer. Combined with porous structure, core-shell Si anode of 
porous Si sphere with carbon shell was invented for LIBs [33]. The core-shell structure was 
developed with SiO2 sphere and a thin layer of PVdF was formed over SiO2 sphere and 
pyrolyzed under the Nitrogen gas atmosphere. As-prepared SiO2/C material mixed with Mg 
powder and calcined at 650℃ for 6h under Argon gas. Finally, porous Si@C spheres were 
obtained by removing excess Mg metal and other Mg by-products in 1M HCl solution. The 
results of cycling performances shown in Figure 1.10 (b) which clearly revealed that the 
14 
 
porous Si spheres provided over 2 times reversible capacity after 20 cycles in the potential 
range of 0.01-1.2V at a current density of 0.05C (1C = 4200mA/g). The profiles of voltage 
vs. capacity of first three cycles revealed that the first efficiency was only 50% and the 
efficiency was improved over 93% during subsequent cycle. Furthermore, discharge 
capacities for first three cycles were very close, which indicated that the structure and SEI are 
stabled during the initial cycles. The SEM and TEM images before and after cycling test 
revealed that the porous structure was very stable even after 1000 cycles. EDX analysis 
results revealed that pristine material only consisted Si and C elements. Two more elements 
(O and F) were detected after cycling due to the formation of SEI.      
       
Figure 1.11 York-Shell Si anode: (a) Schematic of full-lithiated and full-delithiated Si 
particle. (b) Schematic illustration of Si electrode swelling mode. (c) In-situ TEM 
technology demonstration. (d) Images of Si particles during lithiation process. (e) 
Galvanostatic cycling of different silicon nanostructures (PVdF binder). (f) Delithiation 
capacity of Si@void@C with alginate binder cycled at various rate from 0.1C to 4C. (g) 
Delithiation capacity and CE of the first 1000 galvanostatic cycles between 0.01-1V 
(alginate binder), 0.1C for first cycle, 0.33C for 2nd to 10th cycles and 1C for the later 
cycles. [36] 
York-shell Si anode material [36] was a kind of modified core-shell structure with void space 
between Si nano-particles and the outer layer. Figure 1.11 (a) and (b) demonstrated the status 
of Si particle and electrode between full lithiated and full delithiated. It was clear that the 
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outer layer could still hold the full lithiated Si particle, which had the maximum volume. In-
situ TEM was applied to monitor the SiNP volume expansion to confirm the concept of 
material structure. According the TEM images, bigger particle were full lithiated after 375 
seconds and the carbon shell still fully held the Si-Li alloy. Electrochemical tests were also 
carried out to confirm the performance of the as-prepared materials. It was clear that 
Si@void@C composite provided a highest specific capacity and good cycle stability during 
50 cycles. The C rate result indicated that the anode demonstrated excellent rate capability, 
exhibiting 600mAh/g at 4C current density and back to 2800mAh/g at 0.1C in following 
cycles. Long-term cycling test carried out between 0.01 and 1V, the capacity of first cycle 
was 2833mAh/g at 0.1C current density and increased to 1C for later cycles. The discharge 
capacity was almost stable around 1500mAh/g, and 1300mAh/g reversible capacity after 
1000 cycles. 
 
Figure 1.12 (a) Schematic illustration of the synthesis route of interconnected sub-10 
nm silicon nanoparticles. (b) SEM image of Si composite. TEM images of (c and d) Si 
composed of interconnected sub -10 nm Si nanoparticles. (e) XRD patterns of 
silsesquioxane (SiO1.5), Si/SiO2, and Si. (f) Galvanostatic profiles, (g) Cycle performance 
and (h) Rate capabilities of Si/C composite. (i) Nyquist plots of Si/C composite anode 
electrode before and after different cycles. [39] 
Core-Shell composite Si nanomaterial demonstrated an excellent performance in LIB system. 
However, micro sized Si anode materials still have its advantage, especially industry 
application. Generally, the diameters of current active materials are 20-30μm, and the 
instruments of slurry making process are ready to blend micro-scale particles. Despite the 
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excellent performance of nanostructured Si anode, the current techniques are not qualified to 
apply the nanomaterials due to the smaller size and huge surface area. A micro-sized Si/C 
composite material synthesized by a two-step process [39]. The synthesis route shown in 
Figure 1.12 (a), including a sol-gel process and followed by a thermal disproportionation at 
1200℃. According to the SEM and TEM spectroscopy observation, Si particles were 
approximately 10nm and evenly distributed in Si/C composite material. These Si 
nanoparticles interconnected and formed the micro sized secondary particles. HRTEM 
technique further indicated that the Si particles were crystalline due to the clear lattice fringe 
which marked in Figure 1.12 (d). XRD pattern reveals that as-synthesized silicon particles 
were non-crystalline. The electrochemical performance of secondary Si particles was tested 
in half cell with a lithium foil counter electrode in CR2016 coin cell format. Galvanostatic 
profiles demonstrated a stable discharge capacity at 1st, 75th and 150th cycles, respectively. It 
was obviously that the cell efficiency (CE) of the first cycle was about 60% and the discharge 
capacities were quite stable for following cycles. Moreover, the rate capability of the 
secondary Si particles was investigated with increasing current densities from 800mA/g to 
8A/g. The discharge capacities decreased with higher current density, however the capacity is 
retained back to 1600mAh/g after 45 cycles when the current back to 800mA/g. This also 
confirmed that this structure of Si enables a stable performance in LIB system.  
 
Figure 1.13 (a) Synthesis process of G/Si-C. (b) SEM image of G/Si-C. TEM images of 
(c) low and (d) high magnification. (e) XRD and (f) Raman spectrum of G/Si-C. (g) and 
(h) Cycling performance of G/Si-C. (i) Impedance spectra of G/Si-C at low and high 
mass loading. Inserted was the Randles equivalent circuit and enlarged spectra showing 
difference between G/Si-C@ low and G/Si-C@high, respectively. [40] 
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Another secondary micro-sized Si-C composite was proposed by the application of graphene 
[40], which not only wrapped the Si-C material, also assisted interconnection between Si-C 
particles Graphene is a two-dimentional nano-structured material shows extraordinary 
electronic conductivity and excellent mechanical strength, which greatly improve this Si 
particles’ performances in LIBs. This synthesis method was much complicated (shown in 
Figure 1.13 (a)), mixing with graphite oxide, PDDA and SiO then heating to form G/Si-SiO2, 
followed an etching treatment and finally filled the material by carbon. SEM and HRTEM 
images of as-synthesized G/Si-C micro-sized particles revealed that graphene sheets wrapped 
the Si-C particles. Moreover, Figure 1.13 (d) shown that micro-sized particles were 
composed of interconnected nanoparticles with 10-15nm size, and the graphene sheet was 
also clear. XRD pattern indicated that the Si was crystalline. The Raman analysis showed the 
D (disordered) band and the G (graphite) band of carbon, which further confirmed the 
presence of carbon in the composite. According to Figure 1.13 (g) and (h), cycle performance 
demonstrated G/Si-C electrodes with different mass loading in both gravimetric and areal 
forms. For gravimetric capacity, there was no obvious effect after increasing mass loading, 
and three mass loading had similar discharge capacities. However, areal capacity 
dramatically increased with higher mass loading, G/Si-C@high and G/Si-C@low electrodes 
providing 3.2 and 1.3mAh/cm2 after 100 cycles, respectively. EIS analysis showed in Figure 
1.13 (i) which presented the Nyquist plots of G/Si-C and Si-C electrodes with low and high 
loadings. It was clear that the internal resistance of Si-C electrode was over 2 times higher 
than that of G/Si-C, which further confirmed that the introduction of graphene in this 
structure greatly improved the conductivity. 
The concept of SiOx matrix is popular in LIB industry mainly because the particle size can be 
micro sized, which is practical available for current LIB industry capability. SiOx materials 
also provide alternative method to control volume expansion since the oxide silicon is a rigid 
phase. Compared with other alloy rigid phase (such as Si-Metal alloy), SiOx is better because 
no other elements introduced in LIB system. One of the most important advantages of SiOx is 
low cost which is exactly match the need of LIB industry. Blending with commercial 
graphite to propose hybrid anode material which deliver higher energy density and practical 
available in industry as well. The key drawback is low initial efficiency for first cycle 
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because the existence of oxygen will consume more Li+ during cycling. Therefore, SiOx can 
be considered as an alternative anode material before pure Si material implement. 
Graphene hydrogel was used as the base of the porous 3D structure, and 50nm SiNPs were 
introduced in this structure to enhance the performance of the Si anode [41]. Moreover, 
SiNPs surface covered an ultrathin SiOx layer by an oxidation treatment in an ozone/oxygen 
flow. The solution based self-assembly process shown in Figure 1.14 (a), containing two 
steps. This porous structure provided enough active surface to load the Si@SiOx particles and 
accommodate the huge volume expansion as well. Furthermore, the graphene also improved 
the electron and lithium ion transportation due to its excellent conductivity. The material 
morphology and structure were identified by TEM (shown in Figure 1.14 (b), (c), (d) and 
(e)). SiNPs were coated with a uniform thin layer of amorphous SiOx (thickness of 1.7- 
4.2nm). A inter planar spacing of 0.313nm was observed at the edge of Si core, which was 
consistent with the (111) planes of Si [16]. XRD pattern of graphene oxide (GO), Si@SiOx-4, 
Si@SiOx/GH-1 were compared in image (f), which indicated successful reduction of GO to 
reduced GO (rGO). The specific capacities of the Si@SiOx/GH electrodes were obtained at 
different C rate which shown in Figure 1.14 (g). It was clear that Si@SiOx/GH-1 had the best 
performance in every current density (0.1A/g, 0.5A/g, 1A/g, 2A/g and 4A/g). It had to be 
noted that all electrodes shown excellent cycle stability after 4A/g test, which indicated that 
the material and electrode structure were very stable.  
 
Figure 1.14 Si@SiOx/graphene composite material: (a) Schematic illustration of 
synthesis route. (b), (c), (d) and (e) TEM images of Si@SiOx/graphene. (f) XRD pattern 
of Si@SiOx/graphene. (g) Rate cycle performance of Si@SiOx/graphene and (h) 
galvanostatic charge/dishcarge profiles of Si@SiOx/graphene. [41] 
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Carbon coated Si/SiOx composite was reported with a “watermelon” structure [42] by 
partially reduction in 1200℃ under a 4% H2/Ar atmosphere. Bright field and dark field of 
TEM results confirmed that the crystalline Si particles distributed within SiOx matrix. 
Diameter of single Si/SiOx particles was about 100-200nm, which related with the size of 
precursors. HRTEM images further revealed that crystalline Si structure (111) plane was 
observed and the 5-10nm crystalline Si particles were found on amorphous SiOx matrix. The 
thickness of carbon coating was found to be 2-4nm from TEM images. Figure 1.15 (f) shown 
the voltage profiles of a carbon coated Si/SiOx electrode for 1st, 2nd and 50th cycles. The cell 
efficiency of the first cycle was about 58% with a discharge capacity of 951mAh/g. The 
inserted image was the profile of dQ/dV in which a main peak was observed at 0.4V (vs. 
Li/Li+). This indicated that the electrochemical redox reaction between Si and Li+ happened 
around this voltage. For long-term cycle test, the result also demonstrated stable performance 
after the activation cycles. The retention capacity was 740mAh/g after 100 cycles, which 
equal to 78% of its original capacity. Rate capability test also indicated that the discharge 
capacities were almost identical as the current density increased from 0.05C to 2C, which 
further confirmed that this composite material shown excellent conductivity and reversible 
electrochemistry reaction. Moreover, the SEM image of cross section Si-based electrode 
before and after 2 cycles proved that the swelling of electrode was only 20% after the 
activation cycles.  
Based on the references above, nano structured Si anode has been greatly improved to 
achieve stable cycle performance. However, the nanomaterials are not applied in current LIB 
industry, not only because of the difficulty to produce, but also the cost of the production 
process is high for LIB application. Therefore, the second solution is to create a porous 
structure which provides enough void space to accommodate the volume expansion. Another 
advantage of porous structure Si anode is the particle size can be designed to micro size 
which is good for practical application in LIB industry.  
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Figure 1.15 (a) Schematic illustration of the synthetic route. TEM images of (b) bright-
field and (c) dark-field of HSQ-derived Si/SiOx nanospheres. HRTEM images of (d) a 
crystalline Si nanodot embedded in a SiOx matrix in the HSQ-derived Si/SiOx 
nanospheres and (e) C-coated Si/SiOx nanosphere. (f) galvanostatic charge and 
discharge profiles. (g) Cycle performance and Coulombic efficiencies (insert) of C-
coated Si/SiOx electrodes. (h) Rate capability of a carbon coated Si/SiOx electrode at 
different currents. (i) Cross-sectional FESEM images of C-coated Si/SiOx electrode 
before and after 2 cycles. [42] 
Chemical etching is also a popular method to produce porous Si anode. Figure 1.16 (a) shows 
a synthesis route of porous Si particle using metal assisted etching method [47]. This method 
involved depositing silver nanoparticles on micro size Si particle surface. Then, Ag particles 
embedded on Si spheres dissolved in HF solution to make Si surface porous. The SEM image 
(Figure 1.16 (d)) of cross section of Si particle confirmed that long holes were created during 
this etching method. After carbon coating treatment, the holes of porous Si particles were 
filled up by carbon. The inserted TEM image shown a uniform carbon layer coated on Si 
nanowire. The XRD pattern indicated that carbon, oxygen and Si elements were detected. 
Brunauer-Emmett-Teller (BET) result also indicated that the carbon filling greatly reduced 
the surface area of etched Si particles. Figure 1.16 (h) shown the voltage profiles of c-mSi 
electrodes with a carbon coating exhibited stable electrochemical reversibility in first 20 
cycles. Compared with carbon coated bulk Si, bulk Si and mSi, c-mSi provided enhanced 
reversible capacity of 1850mAh/g after 20 cycles. The problem for etching methods is the 
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HF acid which is toxic, corrosive and dangerous. Therefore, safety is the key issue for this 
method to be applied in practical application. 
 
Figure 1.16 (a) Schematic illustration of etching process. SEM images of (b) Balk Si, (c) 
etched Si and (d) cross-section of etched Si particles, SEM images of (e) carbon coated 
porous Si and (f) cross-section of carbon coated porous Si, (g) XRD pattern, (h) Voltage 
profiles of c-mSi and (i) Charge capacity vs cycle number for the c-mSi at a rate of 0.2C 
after the first cycle at 0.1C rate. [47] 
 
1.3.2 Binders 
 
Figure 1.17 Schematic illustration of Si-based electrode. [51] 
Figure 1.17 shows a typical Si-based electrode structure with SiNPs, binder (catecholic 
binder) and conductive agent (Super-P). It is obviously that the function of conductive agent 
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is to improve the conductivity of electrode, short the path of electron and lithium ion 
transportation, reduce the polarization of electrochemical reaction and finally improve the 
cycle performance [12, 51]. Current conductive agents are carbon materials, such as carbon 
black and Super-P due to the low cost. Polymer binders are another key component that hold 
active materials and stick the active particles on the current collector as well. Generally 
speaking, a good binder material has to possess good mechanical properties and 
electrochemical stability, such as high ionic conductivity, better adhesion property, less 
dissolution in electrolyte, proper melting point, high purity, higher tensile strength and 
narrow molecular weight distribution. Compared with traditional graphite electrode, the 
binder is more crucial due to the huge volume change of Si-based electrode during cycling. 
Current commercial polymer binders for graphite are carboxymethyl cellulose (CMC) + 
styrene butadiene rubber (SBR) or polyvinylidene fluoride (PVdF), are not good enough for 
Si anode. According to the references, there are two more requirements for Si anode in LIBs. 
First, the polymerized binder should be a huge net with more cross links which can provide 
better mechanical properties to accommodate the volume change. Secondly, more functional 
groups should be synthesized in the end of binder molecular which can form a strong bond 
with Si anode. More work already have been done [52-61] in last few years in this area. 
Compared to CMC and Alginate, XG binder was proposed for SiNP anode which provided 
more cross links after polymerization as shown in Figure 1.18 (a) and (b) [52]. Moreover, in 
the end of side chain, acetyl functional groups (shaded in red) were found which was critical 
in the formation of the double helix superstructure. With the help of this superstructure, a 
series of inter/intramolecular hydrogen bonding interactions generated the fibrils network 
which fully covered the surface of SiNPs anode material and provided a self healing effect. 
This effect was critical for the Si anode to accommodate its huge volume change. It has to be 
noted that the native-XG binder mainly used as food additives, rheology modifiers, 
pharmaceutical and cosmetic industries for few decades. Therefore, native-XG has been mass 
produced for a decades at relatively cheap cost. The result of peeling strength test indicated 
that the electrode with native-XG binder had higher loading at same displacement, 
demonstrating the strongest connection with current collector. The binder effect was further 
proved in cycling test by using Si graphite composite electrode (2:8 mass ratio) at 1.0mg/cm2 
mass loading. It was clear that the retention capacities of electrode using native-XG, alginate 
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and CMC binder were 80%, 78% and 68.3%, respectively, after 100 cycles. SEM images of 
0.9mg/cm2 electrode surface prepared with native-XG binder before and after 1st cycle 
further confirmed that there was no obvious crack observed, however more cracks found on 
other two electrodes constructed with CMC and alginate binder. This result revealed that 
polymer structure with more cross-link and functional groups facilitated to form a stronger 
net to hold the Si anode, improving the cycle stability. 
 
Figure 1.18 (a) Molecular structure in neutral and charged status. (b) and (c) Schematic 
illustration of XG binder function on nano-scale. (d) Peeling test results for SiNP 
electrodes based on five binders. (e) Cycle performance of SiNP electrodes with three 
binders. SEM surface morphology of electrodes before and after first cycle with (f) 
native-XG, (g) alginate and (h) Na-CMC binders. [52] 
Another approach of self healing polymers (SHPs) as binder for Si electrode was invented 
[53]. The process was different to traditional electrode preparation as presented in Figure 
1.19 (a). Initially, Si slurry was casted on Cu foil followed by drying and pressing treatment. 
Only Si particles left in this electrode. Then, SHP/CB slurry was coated on the surface of Si 
electrode by doctor’s blade casting method. Blading the electrode surface was critical under 
heating condition until the SHP/CB infiltrated into the entire thickness of the Si layer. The 
SEM image Figure 1.19 (d) confirmed that the SHP/CB slurry fully covered the Si particles 
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and the interface with Cu foil. The size of Si particles was around 800 nm diameter for this 
electrode. Cycle performance of silicon electrode blended with commercial binders and 
SHP/CB are shown in Figure 1.19 (e). The result indicated that SHP/CB binder could provide 
the best cycle stability over 100 cycles based on 2.0mAh/cm2 and 3.2mAh/cm2 capacities, 
and the capacities retention were 90% and 85%, respectively after 120 cycles at a current of 
0.3mA/cm2. Furthermore, the discharge capacities of electrode with SHP/CB electrodes 
almost recovered once the current back to 0.1mA/cm2. EIS measurement indicated that the 
internal resistance of half cell was increasing along the cycling test, but the electrodes were 
much stable after 20th cycles. The SEM images of electrodes before and after cycling also 
confirmed that the structure of electrode was very stable. Despite of the small cracks found in 
SEM image of cross-section electrode after long-term cycling, the performance was still very 
stable for over 240 cycles. 
 
Figure 1.19 (a) Schematic illustration of Si-SHP/CB electrode. (b) Pure Si electrodes 
made from Si particles. (c) SHP/CB layer coated on top of Si electrodes with one-time 
blading. (d) Si electrodes filled with SHP/CB forming a 3D distribution inside electrodes 
from repeated blading under heating. (e) Cycle performance of thick Si-SHP/CB 
electrodes. (f) Nyquist plots of the high mass loading 3D Si-SHP/CB electrodes at 
different cycling status. SEM images of Si-SHP/CB electrodes (g) before and (h) after 
cycling. Cross-section SEM images of Si-SHP/CB electrodes (i) before and (j) after 
cycling. (k) Cross section SEM image of cycled electrode. [53] 
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Another approach of self-healing polymers (SHPs) on Si electrode was invented [53]. The 
process was different to traditional electrode preparation as presented in Figure 1.19 (a). 
Initially, Si slurry was casted on Cu foil followed by drying and pressing treatment. Only Si 
particles left in this electrode. Then, SHP/CB slurry was coated on the surface of Si electrode 
by doctor’s blade casting method. Blading the electrode surface was critical under heating 
condition until the SHP/CB infiltrated into the entire thickness of the Si layer. The SEM 
image Figure 1.19 (d) confirmed that the SHP/CB slurry fully covered the Si particles and the 
interface with Cu foil. The size of Si particles was around 800nm diameter for this electrode. 
Cycle performance of silicon electrode blended with commercial binders and SHP/CB are 
shown in Figure 1.19 (e). The result indicated that SHP/CB binder could provide the best 
cycle stability over 100 cycles based on 2.0mAh/cm2 and 3.2mAh/cm2 capacities, and the 
capacities retention were 90% and 85%, respectively after 120 cycles at a current of 
0.3mA/cm2. Furthermore, the discharge capacities of electrode with SHP/CB electrodes 
almost recovered once the current back to 0.1mA/cm2. EIS measurement indicated that the 
internal resistance of half cell was increasing along the cycling test, but the electrodes were 
much stable after 20th cycles. The SEM images of electrodes before and after cycling also 
confirmed that the structure of electrode was very stable. Despite of the small cracks found in 
SEM image of cross section electrode after long-term cycling, the performance was still very 
stable for over 240 cycles. 
Functional binders such as conductive and self healing binders are attracting much more 
attentions in last few year. Further modified binders formed by introducing different 
functional groups in binder molecular are created to meet the certain requirements. 
Alternative method to introduce functional group is using conductive polymer monomer. 
This could also improve the electrode’s conductivity after polymerization. Polyfluorene with 
octyl side chains, one kind of conductive polymer monomer, was added in a four components 
binder to make electrode [56]. The total four polymer monomers and their structures and the 
combinations are compared in figure 1.20 (a). The peeling test indicated that combination of 
PEFM31 binder exhibited highest mechanical strength at about 1.7lbf load. The swelling test 
defined as the ratio of the weight of absorbed electrolyte of ethylene carbonate (EC) and 
diethyl carbonate (DEC) (EC: DEC = 1:1, w/w) to the weight of polymer films in the dry 
state at room temperature. PFM binder electrode had the lowest electrolyte capability, 10% 
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after 20h, which indicated that this electrode had the poorest property of electrolyte 
absorption. On the contrary, the electrodes of PEFM21 and PEFM31 demonstrated better 
electrolyte absorption of 55% and 28% after 20h. In addition, most of the electrolyte was 
absorbed in the first hour (about 40% for PEFM21 electrode and 19% for PEFM31 
electrode). 
 
Figure 1.20 (a) Synthetic scheme and the relative molar ratio of four functional blocks 
of polymer binders. (b) Peeling strength test results for four electrodes. (c) The swelling 
tests of polymer films in the EC/DEC (1:1) electrolyte. (d) Cycle performance for four 
electrodes without any conductive agent. SEM images of PEFM31 electrodes (e) before 
and (f) after cycling. TEM images of PEFM21 electrodes (g) before and (h) after 
cycling. [56] 
The electrodes of cycling test were prepared without blending any conductive agent for better 
comparison. The result clearly distinguished four curves in which the electrode of PEFM31, 
the polymer binder with medium polarity, had the highest discharge capacities in first 30 
cycles. The SEM images before and after cycling shown the distinct difference between 
PEFM21 and PEFM31 electrodes due to the largest difference in specific capacity. The 
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surface morphology of electrodes before cycling were similar, and the binder layer also fully 
covered the Si particles after 1st cycle. 
In short, for the materials with huge volume change during cycling like Silicon, Germanium 
and Tin anode, the properties of binder can greatly affect the cycle stability. Therefore, better 
binder with good mechanical strength and more functional groups are always needed to 
achieve enhanced electrochemical performances. Furthermore, with the help of more 
functional groups in polymer molecular, the weight ratio of binder in electrode can also be 
reduced, which is another way to increase the energy density and reduce the cost as well.  
 
1.3.3 Electrolyte 
Except cathode and anode active materials, electrolyte is another component which can 
dramatically affect the LIB performance. Generally speaking, electrolyte is a media to 
facilitate the movement of Li+ in battery system. Furthermore, it also involves in 
electrochemical reactions with active materials, forming a thin layer on both cathode and 
anode electrodes surface, what is known as solid electrolyte interphase (SEI). SEI is mainly 
formed in the first few cycles by consuming Li+, which is also the reason of low cell 
efficiency of first cycle. A stable SEI is essential to get stable cyclic performance because it 
protect the surface of active materials from the degradation of electrochemical reaction. 
During the process of lithiation/delithiation, SEI film is forming and decomposing at the 
same time. When the rate of film forming and decomposition are the same, SEI will maintain 
a balanced thickness to separate active materials and electrolyte. The properties of SEI are 
determined by the components of SEI formed by electrochemical reaction of solid/liquid 
interface. Therefore, the proper formulation of electrolyte is required for Si-based electrode 
in LIB system, including the selection of proper solvents and additives, as well as the 
combination of these components [62-67]. 
Fluoroethylene carbonate (FEC) is regarded as one of the most critical additives in Si-based 
LIBs. However, only few references related with the mechanism of FEC in battery system 
due to the difficulties of characterization on SEI [68, 69]. Usually, the thickness of SEI layer 
is only few nanometers which require higher resolution microscopy and higher energy 
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spectroscopy to analysis it. Si anode material was tested in two electrolytes, LP40 without 
FEC and LP40/FEC with 10 wt% FEC [63]. The cycle performance demonstrated that more 
stable cycling can be achieved with FEC/LP40 electrolyte. Nyquist plots were also confirmed 
that smaller internal resistance detected in FEC/LP40 cell. SEM images indicated that no 
obvious cracks were found on the surface of cycled Si electrode in FEC/LP40 electrolyte. On 
the contrary, more cracks were seen on cycled Si electrode without the FEC additive. The 
most surface sensitive measurement technique like soft X-ray PES was performed to collect 
the SEI information at different state of charge (SOC). The result revealed that the FEC 
molecular either de-fluorination or ring opening during the decomposition reaction, finally 
forming LiF and –CHF-OCO2- type compounds as the by-products. 
 
Figure 1.21 (a) Cycle performances and (b) Nyquist plots in with/without FEC 
electrolyte. (c) F 1s, O 1s, and C 1s spectra of the silicon electrode at different SOC in 
FEC/LP40 electrolyte. SEM images of (d) before and after cycling in (e) LP40 and (f) 
LP40/FEC electrolyte. Mechanism of FEC protection in (g) LP40/FEC and (h) LP40 
electrolyte. [63] 
Another approach was carried out to determine the proper ratio of FEC in electrolyte [65]. 
The cycle performance indicated that the FEC/DMC (50%/50%) electrolyte provided the 
most stable battery with a 500mAh/g capacity higher than that of FEC/DEC (25%/75%) 
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electrolyte. EIS analysis revealed that FEC greatly reduced the internal resistance of the 
battery. The long-term cycling also proved that FEC/DMC electrolyte improved the capacity 
retention, achieving 2000mAh/g reversible capacity after 250 cycles. 
 
Figure 1.22 Molecular structure of (a) EC and (b) FEC. (c) Cycle performance in 
electrolytes with different ratio of FEC. EIS analysis results of (d) Nyquist plots and (e) 
equivalent circuit. (f) Long-term cycle test. [65] 
All those three aspects are the key issues in Si-based battery system for next generation high 
energy density LIBs. More work has to be carried out in future to solve these problems step 
by step.   
 
1.4 Thesis objectives 
Silicon suffers from the huge volume change during cycling, which limits its practical 
application in LIBs. Many scientists are working on this hot topic to overcome the challenge 
of rapid storage capacity degradation and approach a stable cycle performance of Si. 
However, LIB is a systematic engineering. Active materials are important, but the other 
components and processes are also crucial. Based on the academic research in university and 
research institutions, more work is waiting for us when convert the laboratory level silicon 
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anode material to the industrial product. Therefore, modification on the electrode and 
optimization on the whole electrochemistry system are also critical parts of practical 
application in battery. Three parts of tasks were carried out to focus on this target which 
shows in Figure 1.23.  
 
Figure 1.23 Development of Silicon based Lithium-Ion Batteries. 
 
Part 1. New solution for synthesis Si anode 
Silicon element is very stable which only has a higher reaction rate with HF acid etching 
steps in low temperature. Unfortunately, HF is dangerous and toxic for both human beings 
and environment. Therefore, metal assist etching synthesis cannot be a good option for mass 
production of Si anode. Meanwhile, other methods currently using are either expensive or 
low yield (such as CVD) which is not cost efficiency. In this thesis, a new HF free method to 
produce SiNW is proposed by using Si-Al alloy. 
Part 2. Optimization of Si electrode parameters 
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From the point view of LIB industry, except Si anode materials, a few other factors also have 
to be solved for Si-based LIBs. One key point is the mass loading of Si electrode. Most 
references mentioned that better battery performance are obtained from the electrodes with 
lower mass loading (e.g. 0.2-0.5mg/cm2) including the binder and conductive. It’s reasonable 
for initial evaluation the Si anode. However, this low loading is not enough to achieve high 
energy density in LIBs industry (as seen in Table 1.2). Density of electrode is another 
parameter which relate with the volumetric energy density of LIBs. Therefore, finding a 
proper density for specific Si anode is necessary to achieve a stable cycle performance in LIB 
industry. Binder properties directly affect the stability of Si electrode since the selection of 
proper binders can greatly improve the connection between active materials and current 
collector. The last point is to select right components and optimize a proper ratio for a better 
Si electrode. This part is much related with the proper parameters which facilitate the 
preparation of practical application of Si anode in LIB industry. 
Table 1.2 Comparison of energy density and mass loading 
 
calculation based on: commercial graphite electrode, 18μm Cu foil and one side coating SiNW electrode with 
formula: 63% SiNW, 22% carbon black, 15% sodium alginate and 0.93g/cm3 electrode density, 4200mAh/g for 
SiNW, Average voltage: 1V. 
Part 3. Electrolyte improvement 
The final part of this work will focus on electrolyte, which is not only the medium for the Li+ 
transportation, it also involve the electrochemistry reaction during the surface of anode 
electrode. The solid electrolyte interphase (SEI) is formed in the first few cycles of LIBs and 
the composition of this thin layer is highly depended on the selection of the electrolyte 
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components. For silicon anode, a stable SEI is very important for its stable cycle 
performance. Furthermore, more electrochemical/physical properties of Si electrode can be 
modified by applying different electrolyte additives, such as flame retardant, high/low 
temperature cycle performance and storage performance. Moreover, besides cathode and 
anode materials, electrolyte is the factor left which can adjust the cell performance. A good 
electrolyte formula with right ratio of these components is also crucial for a stable 
electrochemistry system of Si based LIBs. The synergies of FEC and VC additives had been 
proved and discussed to further improve the cycle stability for Si-based LIBs. 
 
1.5 Thesis organization 
This thesis contains six chapters organized in an integrated article format: an introduction, a 
summary of the experimental methods, three articles, and a concluding chapter. It is 
organized in accordance to the Thesis Regulation Guide from the School of Graduate and 
Postdoctoral Studies at Western University. The outline of each chapter is as follows: 
Chapter 1 is an introduction to the fundamentals of LIBs including the market and work 
principle, then a brief discussion of anode materials. This is followed by a detailed 
introduction of synthesis methods, binders and electrolyte for Si-based LIBs. Finally, a 
proper strategies is proposed for the practical application of Si anode in LIBs. 
Chapter 2 provides a detailed description of the experimental methods for the CVD device 
to conduct heat treatment process. Most of the characterization techniques are described for 
testing of the Si anode, electrodes and cycled electrodes. Then detailed assemble process is 
presented for half cell format LIBs. 
Chapter 3 propose a HF free, simple and low cost method to produce SiNWs and hopefully 
scale up to industry level. Simple heat-treatment is applied to Al-Si alloy to change the Si 
phase morphology due to the eutectic effect. Detailed parameters of storage time and 
treatment temperature were optimized for the better performance of SiNWs. 
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Chapter 4 reveals few parameters of Si electrode for industry application. Density and mass 
loading are crucial because these parameters relate with energy density for full cell design. 
Higher mass loading and proper density will greatly improve the energy density and 
mechanical stability. These two parameters were finally optimized for SiNWs electrode. Four 
binders comparison carried out to determine the best one for Si anode. A new cycle protocol 
conducted for better controlling electrode swelling.     
Chapter 5 investigates the effect of two carbonate additives (FEC and VC), especially the 
synergies effect in EC/DEC electrolyte. Detailed performance was examined at 55℃, 25℃ 
and -20℃. Characterization techniques were applied to understand the mechanism of 
interface modification. 
Chapter 6 discusses the objectives of the thesis and summarizes the results presented in 
Chapters 3, 4 and 5. Based on the final purpose of industry application, more work has to be 
done for this conversion and possible future work based on this thesis is suggested. 
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Chapter 2   
 
2 Experimental and Characterization 
 
2.1 Experimental  
The physical and electrochemical parameters of prepared samples were analyzed using 
various methods including various spectroscopies and impedance analysis. The brief 
description of the experimental techniques are given in this section.  
 
Figure 2.1 A picture of Aerosol-Assisted Chemical Vapour Deposition. 
Figure 2.1 shows a typical Chemical Vapour Deposition (CVD) set-up used for the growth of 
carbon nanotubes (CNTs) and nitrogen doped carbon nanotubes. This device mainly consists 
of four parts, including the injection part, the ultrasonic part, deposition chamber and post 
cleaning part. In the injection part, the precursor solution stored in a syringe is controlled 
injected into the ultrasonic part. The precursor solution is atomized in an ultrasonic processor 
(VCX 130 PB, Sonics & Materials Inc.), and the treated tiny droplets slowly pass the 
deposition chamber under argon gas. The catalyst is placed in the middle of furnace which is 
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the setting temperature area. The deposition reaction happens when the precursor droplets are 
passing the catalyst particles, and the rest of precursor and other by-products are pumped out. 
This device also can be used to anneal and reduce Si based anode materials.     
 
2.2 Characterization 
 
2.2.1 Physical characterizations technique 
The characterizations of as prepared materials and after cycling test are crucial to analysis 
and collect the information about by-products. The SEM, TEM, XRD, Raman, FTIR have 
been used to analysis the physical properties of samples. 
 
Figure 2.2 A picture of Hitachi S-4800 high-resolution scanning electron microscope. 
 
Figure 2.2 shows High-resolution scanning electron microscope (FESEM, Hitachi S-4800) 
used to observe the morphology of the samples. This technique also equip with energy 
dispersive X-ray spectroscopy (EDX) to detect the element distribution of the sample. The 
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SEM produces images by probing the sample with a focused electron beam that is scanned 
across a rectangular area of the specimen. When the electron beam interacts with the sample 
surface, it loses energy by different forms such as heat, emission of low energy secondary 
electrons and high energy backscattered electrons, light emission or X-ray emission. More 
information can be obtained after analyzing the signals. The magnification of Hitachi S-4800 
is in a range of × 20 – × 800,000. The resolution of secondary electron image is 2.0nm at 
1kV in a standard mode. 
Raman spectroscopy (HORIBA scientific LabRAM) is used to analyze the structure or the 
phase of the prepared samples, which is shown in Figure 2.3. This instrument is operated 
with an incident laser beam (green light) at 532.03nm. Raman is commonly used in 
chemistry to provide a fingerprint by detecting the vibrational rotational, rotation and other 
low-frequency mode of the material. This technique can analysis the stretch of symmetric 
molecules or functional groups, especially helpful to identify organic chemicals. 
 
Figure 2.3 A picture of HORIBA Scientific LabRAM research Raman spectroscopy. 
Fourier transform infrared spectroscopy (FTIR, Nicolet 6700 FTIR spectrometer, Figure 2.4) 
is used to obtain useful information of functional groups sitting at the surface of the prepared 
samples. Raman and FTIR techniques are both powerful supplementary tools to further 
analyze the synthesized Si materials and cycled Si electrodes. Unlike Raman, the main 
function of FTIR is to analysis the asymmetric stretch of molecules or functional groups, 
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obtaining different information about Si samples. Therefore, more information about the Si 
electrode can be collected by employing both of these techniques.  
 
Figure 2.4 A picture of the Nicolet 6700 FTIR spectrometer. 
X-ray diffraction (XRD) is a versatile, non-destructive technique that reveals detailed 
information about the crystallographic structure and phase of prepared samples. Figure 2.5 
shows Bruker D8 Advance in our laboratory. XRD mainly consists three parts: X-ray tube, 
sample holder and an X-ray detector. The X-ray generated in X-ray tube bombard the 
sample, generating X-ray spectra which include the characteristic information of target 
material. The spectra can be purified by a filter, then collected by X-ray detector, and finally 
transferred to a curve by operating software. The most popular function of XRD is to analysis 
the crystalline structure of the materials, even calculate the parameters of cell by measuring 
scattering intensity at scattering angles.  
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Figure 2.5 A picture of Bruker D8 Advance XRD. 
A TriStar II Plus (Micromeritics Instrument Corporation, USA, seen Figure 2.6) is applied to 
measure the surface area and porosity of as-prepared SiNWs, which is a crucial parameter to 
evaluate nanostructured materials. This technique bases on the Brunauer-Emmett-Teller 
theory to explain the physical adsorption of gas molecules on a solid state material surface. 
Actually, the concept of the theory is an extension of the Langmuir theory, which is a theory 
for monolayer molecular adsorption. The gas amount for this adsorption can be simply the 
surface area which fully cover it with a monolayer molecular. 
 
Figure 2.6 A picture of TriStar II Plus Analyzer. 
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2.2.2 Electrochemical characterizations 
Evaluating the electrochemical performances of the synthesized materials are the key part to 
optimize the performance of the battery system. Cyclic voltammetry (CV), Electrochemical 
Impedance Spectroscopy (EIS), room temperature cycle performance, high/low temperature 
cycle performance, C rate capability are the typical performances to distinguish better battery 
active materials.  
 
Figure 2.7 A picture of Biologic VMP3 Potentiostat/Galvanostat/EIS system. 
CV and EIS are tested in a VMP3 Potentiostat/Galvanostat/EIS system in our laboratory 
(seen Figure 2.7). The rate of voltage change over time during test is known as the 
experiment’s scan rate. The potential is applied between the working electrode and the 
reference electrode while the current is measured between the working electrode and the 
counter electrode. These data are plotted as current vs applied potential, and more 
information can be obtained by analyzing the data, such as the oxidize/reduction chemical 
reaction and electrode impedance.  
Cycling stability and C rate capability of Si anodes are evaluated in a Arbin BT-2000 battery 
test station (seen Figure 2.8). It has to be noted that the coin cell can be tested in a 
temperature window (-20 ℃~ 55℃) with the help of ESPEC temperate box. Generally, the 
system can control the potential (constant voltage, CV) or current (constant current, CC) 
which applied on the battery. The machine can record the most information for your sample, 
such as capacity, voltage, current density, energy, etc. 
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Figure 2.8 A picture of Arbin BT-2000 battery test system and temperate box. 
Coin type half cells are standard cell format for material and electrolyte evaluation. 2032 
coin cell consists a prepared Si electrode, polymer separator (Celgard 2400) and lithium foil 
as the counter electrode (seen Figure 2.9). The electrolytes include ethylene carbonate (EC), 
diethyl carbonate (DEC), vinylene carbonate (VC), fluoroethylene carbonate (FEC) and 
1.3M LiPF6 with different ratio. The coin cells are assembled in a glove box (Vacuum 
Atmospheres Company) under a dry argon atmosphere (the concentration of H2O and O2 are 
below 1ppm). For each condition, three cells will be tested to make sure the cycle 
performance is repeatable.  
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Figure 2.9 Schematic diagram of Li/Si 2032 coin cell assembly. [1] 
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Chapter 3   
 
3 HF free synthesis method for Silicon nanowire 
 
3.1 Introduction 
Silicon anode is widely recognized as a promising candidate for next generation LIBs due to 
its super high theoretical specific capacity of 4,200mAh/g [1, 2], which is ten times higher 
than that of current commercial graphite anode [3-6]. However, the challenge of Si anode is 
the huge volume expansion over 400 % on full lithium alloying (lithiation) [2, 7, 8], which 
degrades the mechanical and electrochemical properties of electrode and leads to rapid 
capacity fading. In order to overcome this demerit, different nano scale Si anode materials 
have been studied to overcome the problem of Si anode [30-36]. High performance Si anode 
materials have been synthesized by CVD method [9-15] and HF etching method [16-18] in 
previous reports. However, these synthesis methods are not yet acceptable for mass 
production of Si anode for LIB industry since these methods cannot well control the 
parameter of Si anodes, and either too expensive or toxic. In this part, a simple method is 
proposed to prepare high performance SiNWs using Al-Si alloy which is cheap and the 
Aluminum can be easily removed in acid solution. The process is safe since the HF is not 
involved and also cost efficient for scaling up production.  
 
3.2 Experimental Section 
3.2.1 Sample preparation and characterization 
Silicon nanowires (SiNWs) were prepared from a two steps process: heating pretreatment 
and acid etching process. Commercial aluminum silicon alloy powders contains 12 wt.% 
Silicon were purchased from VALIMET INC., USA and their morphology is presented in 
Figure 3.1. Few groups mentioned that the fabric Si phase can be treated after heat treatment 
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due to the eutectic effect of Si-Al alloy [25, 26]. The alloy powders were annealed under 
argon gas protection for few hours (2-8h), then cool down to room temperature. Then, 
etching step was carried out on heat treated alloy powders in 1 M hydrochloric acid (HCl, 
Sigma, USA, 10 wt.%) until aluminum was completely removed from Al-Si alloy. Finally, 
the resultant was washed several times using deionized water and the SiNWs were dried in a 
vacuum at 60℃ for 12h. The as-prepared SiNWs was investigated by field emission scanning 
microscopy (FESEM, Hitachi S4800), energy dispersive X-ray spectroscopy (EDX), X-ray 
diffraction (Bruker D8 Advance XRD).  
    
Figure 3.1 SEM images of Al-Si alloy powders. 
 
3.2.2 Electrochemical Characterization 
The SiNWs electrode was prepared by mixing of acetylene black (Gunbai, Denki Kagaku 
Kogyo, Japan) as conductive agent and sodium alginate (MP Biomedicals, LLC, USA) as 
binder. The formula of electrode is SiNWs : AB : SA = 63 : 22 : 15 (wt.%). The slurry was 
casted on 18μm Cu foil and loading of total mass for electrodes was 0.7-0.8mg/cm2. After 
pressed, the electrodes were assembled into 2032 coin cells, while the electrolyte was made 
by adding 10 v% FEC into 1.3M LiPF6 in 3:7 v/v EC/DEC electrolyte (BASF, USA). 
Cycling performance was tested in Arbin BT2000 with activation at a 0.05C current density 
for a 5 cycles and then cycled at 0.1C for remaining cycles. For activation cycles, only 0.05C 
current density (constant current) was applied for lithiation and delithiation in a voltage 
window between 0.01 – 1.5V. The advantage of this method is the low current density 
facilitates the lithiation of Si material so that the maximum capacity can be fully evaluate. 
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For subsequent cycles, the cells were tested between 0.01-1V at a 0.1C current density 
(constant current only). The current and cut-off voltages change is the simulation of the cycle 
test in LIB industry which will be more reasonable to estimate the performances in full cell. 
The calculation of C was based on the total mass loading and 4200mAh/g, i.e. 1C = 
4200mA/g.  
   
Figure 3.2 SEM images of Si particles after etching without heat treatment. 
 
3.3 Results and Discussion 
The Si particles were obtained by etching treatment of Al-Si alloy in 1M HCl solution for 24 
hours. As shown in Figure 3.2, the SEM images revealed that the diameters of Si particles 
were among about 200nm to 600nm [19-22]. Based on the theory of metallurgy, proper heat 
treatment can greatly change the shape of Si phase in alloy [23-29], which provide a new 
concept to produce Si anode. The basic parameters of heat-treatment are temperature, 
annealing time in a certain temperature and cooling rate. According to the melting point of Si 
(1414℃) and Al (660.4℃), a series of heating temperature (700-1000℃) and duration time 
(2-8h) were chosen at a fixed cooling rate in this study.     
 
3.3.1 Temperature effect in heating pretreatment 
Initially, the Si-Al powders were calcined at different temperatures ranging from 700℃, 
800℃, 900℃ and 1000℃ for 8h to deform the Si phase in alloy. After etched in HCl solution, 
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the morphology of four Si samples was shown in Figure 3.3 after etching. It was obvious that 
the SiNWs did produce after this process, and their morphologies clearly changed at different 
temperatures. The size of Si particles were approximately 5-15μm, and the diameter of  
single SiNW was decreasing after treatment at increasing temperatures, obtaining 600nm 
(700℃), 250nm (800℃), 150nm (900℃) and 100nm (1000℃) SiNWs, respectively.   
 
Figure 3.3 Si anode SEM images of temperature effect in 8h heating pretreatment: (a, 
b) 700℃, (c, d) 800℃, (e, f) 900℃ and (g, h) 1000℃, the scale of (a), (c), (e) and (g) is 5 
μm, the scale of (b) is 2μm and the scale of (d), (f) and (h) is 500nm. 
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According to Figure 3.4, the cycle performances were totally consistent with the SEM studies 
that the SiNWs produced at 1000℃ pretreatment provided the most stable cycling 
performance and the highest cell efficiency [11, 13]. The reversible discharge capacity was 
about 1321mAh/g after 50 cycles, corresponding to 78% discharge capacity retention, and 
the cell efficiency was 97.5% for each single cycle. But, the SiNWs calcined at 700℃ only 
had 422mAh/g reversible capacity after 50 cycles with 23% of capacity retention and 94% 
cell efficiency. This was mainly because the structure destruction happened during Li+ 
insertion/extraction due to huge volume change of bigger SiNWs [7, 8]. It was further 
confirmed that the nano-scale Si anode material greatly reduced the volume effect and 
stabilized the material structure, finally improved the cell performance [9, 11].  
 
Figure 3.4 Cycling performance and cell efficiency of as-prepared SiNWs in different 
temperature for 8h. 
3.3.2 Storage time effect in 1000℃ heating pretreatment 
The effect of calcination time is another key parameter which is critical to affect the 
morphology of Si phase in alloy. The morphology of SiNW samples calcined at 1000℃ with 
different times (2h, 4h, 6h and 8h) during the was shown in Figure 3.5. The size of Si 
particles were about 5-15μm and the diameter of each SiNWs was 500nm (2h), 200nm (4h), 
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150nm (6h) and 100nm (8h), respectively. Therefore, the SiNWs are growing up at an 
elevated environment in Al-Si alloy. But the deformation of Si phase need relatively longer 
time due to its high melting point.  
  
Figure 3.5 Si anode SEM images of storing time effect in 1000℃ heating pretreatment: 
(a, b) 2h, (c, d) 4h, (e, f) 6h and (g, h) 8h, the scale of (a), (c), (e) and (g) is 5μm, the scale 
of (b) is 2μm, and the scale of (d), (f) and (h) is 500nm. 
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The electrochemical performances also confirmed that the SiNWs sample with smallest 
diameter provided the best cycle stability (seen Figure 3.6). 8h calcination treatment at 
1000℃ delivered highest reversible capacity, however, the shorter time of calcination 
treatment, resulting the poorer of cycle stability. 
 
Figure 3.6 Cycling performance and cell efficiency of as-prepared SiNWs in different 
storage time at 1000℃. 
According to the results of calcination treatment with different temperature and time, best 
performance SiNWs can be synthesized at the 1000℃ and 8h which has the smallest 
diameter of each pillar. These results agree with the eutectic effect of Si-Al alloy at elevated 
temperature [23-29], and fabric Si phase was discovered in alloy. This part of work provides 
further understanding on the relationship between the Si phase morphology control and heat-
treatment. Based on this work, the new Si branches can be generated and grew up from the 
original Si phase during heat treatment, and nanostructured branches can be achieved at 
higher temperature and longer time which facilitate the growth of SiNWs (seen Figure 3.7). 
The Si-Al alloy only exists the Al phase and Si phase which also help us to easily remove the 
Al from alloy without any usage of HF. This study may be further extending to higher 
temperature (1000-1414℃) due to the limitation of furnace devices.     
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Figure 3.7 High resolution SEM images of as-prepared SiNWs after 1000℃, 8h heating 
pretreatment at different scale: (a) 10μm, (b) 5μm, (c) 1μm and (d) 500nm. 
SEM images of detailed SiNWs with best performance shown in Figure 3.7 at different scale. 
The “coral” micro-scale SiNW particles possessed a length of about 5μm for each particle, 
with a diameter of 100nm nanowires. It had to be noted that the rough surface of nanowires 
might be the defects, which could grow smaller Si nanowires [25-27]. XRD spectra (seen 
Figure 3.8 (a)) revealed the phase change of Al-Si alloy before and after heat treatment and 
etching. The EDX of Al-Si alloy consisted of crystalline phase of Al and Si while no Al 
peaks were observed after etching process in fig 3.8 (b) . All Al peaks disappeared after 
treatment and strong Si peaks left, indicating all Al removed from alloy by HCl etching. The 
EDX result also confirmed that the as-prepared SiNWs contained Si, Al and O element, 
while carbon came from the background of conductive tape. It was obvious that most of 
aluminum was removed in this method, and partial SiNWs may oxidize during the process. 
The specific surface area of SiNWs was analyzed by TriStar II Plus, and a result of 
36.68m2/g was obtained from the B.E.T. method (Figure 3.8 (c)).      
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Figure 3.8 (a) XRD spectra of Si-Al alloy and SiNWs, (b) EDX spectra of SiNWs, (c) 
surface area for as-prepared SiNWs. 
3.4 Conclusions 
This part of work reports a new approach of synthesis SiNWs from Si alloy. The morphology 
of Si phase is manipulated by proper heat-treatment and the acid etching process is totally HF 
free. Eventually, a simple and safe method was developed to synthesis SiNWs using HCl 
acid etching heat treated Al-Si alloy. The favored morphology of SiNWs can be achieved by 
heating at 1000℃ for 8 hours and acid etching treatments. The as-prepared SiNWs presented 
high electrochemical performance in 1.3M LiPF6/EC:DEC = 3:7 (v/v)+10 v% FEC 
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electrolyte in terms of both capacity and stability. This method has a potential commercial 
value due to its advantages such as safe and HF free processes. 
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Chapter 4   
 
4 Electrode optimization: density, loading, binder and cycle 
mode 
 
4.1 Introduction 
The lithium-ion battery performances are not only determined by electrode materials [1-5], 
but also by other factors like binder, conductive agent, and current collector, etc. Moreover, 
the battery assembling processes also play crucial roles in achieving stable performance and 
high efficiency. Compared with electrode materials, less work has been done to investigate 
these effects, and only few references are available about the effect of process parameters. 
Noticing these, this chapter will focus on optimizing electrodes to improve the cyclic stability 
of nano Si materials in half cell format LIB. Few key parameters will be modified in this 
section including density/loading, binder and cycle mode and their impact on the cycling 
performance. It has to be noted that all optimizations are based on the SiNWs material which 
is used in this and following chapter and the test conditions for fabrication of pure silicon 
electrode.  
 
4.2 Experimental Section 
In this work, Silicon nanowires (SiNWs, Springpower International Inc., Canada, seen Figure 
4.1), acetylene black (AB, Gunbai, Denki Kagaku Kogyo, Japan) and sodium alginate (SA, 
MP Biomedicals, LLC, USA) were used for preparing the Si anode electrodes. The control 
formula of electrode was SiNWs : AB : SA = 63 : 22 : 15 (wt. %). The binder and formula 
changed and marked for optimization later. The as-prepared slurry was casted on 18μm 
copper foil and loading of total mass for electrodes was 0.8-2.0mg/cm2. The electrodes were 
cut and assembled into 2032 coin cell after pressing, and the electrolyte was made by adding 
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10 v % FEC (BASF, USA) into 1.3M LiPF6 in 3:7 v/v EC/DEC electrolyte (BASF, USA). 
After ageing for 24 hours at room temperature, the cells were tested on Arbin BT2000. 
Initially, the cells were cycled at 0.05C current density (constant current) within 0.01-1.5V 
(vs. Li+/Li) to form stable SEI layer and the cells were continuously tested between 0.01-1V 
(vs. Li+/Li) at a 0.1 C current density at constant current (0.1C) and constant voltage (at 
0.005C), and only constant current (0.1C) for delithiation. The calculation of C was based on 
the total mass loading and 4200mAh/g. please see chapter 3 for the same part. EIS spectra 
was applied to compare the change of internal resistance and the morphology of electrode 
was observed by FESEM technique.  
   
Figure 4.1 SEM images of SiNWs at two scales. 
 
4.3 Results and Discussion 
4.3.1 Loading and density 
Electrode loading is the weight of solid materials within unit area of current collector, 
including active material, binder and conductive agent. Most of the previous work on Si 
anode reported the mass loading of electrode was lower than 0.6 mg/cm2 [6-11], which did 
not match the energy density of commercial graphite electrode. Generally, the electrode with 
higher mass loading has higher energy density (seen Table 1.2). In addition, the thickness of 
electrode greatly affects volumetric energy density of anode and thereby affects the 
volumetric energy density of LIBs. Figure 4.2 shows a typical calendar process by using roll-
to-roll machine in LIB industry. The pressure is applied on both sides of electrode, and the 
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thickness of electrode is decreased. It is clear that the electrode density increase with 
increasing same mass loading of the electrode. Moreover, the increased density also improve 
the electrode conductivity due to better connection of electrode materials. However, 
excessive calendar can greatly reduce the electrode porosity, limiting the channels for 
electrolyte. The insufficient electrolyte supply will inevitably lead to electrode “dead area” or 
abnormal capacity drop, and eventually reduce the cycle stability and battery life. Therefore, 
it is important to achieve an optimal density which can balance the thickness and 
performance. This is even more important to silicon based electrodes. 
 
Figure 4.2 Schematic illustration of electrode calendar in LIB industry. 
 
 
Figure 4.3 Cycling performance of four electrodes with various density. 
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Four electrodes were prepared with a mass loading of about 1.4mg/cm2, followed by a 
pressing treatment. The electrode parameters are shown in Table 4.1. After the electrodes 
assembled in coin cells, the cycle test was carried out with overnight storage (24h) at room 
temperature. Pretty low charge/discharge capacities were observed for first 5 cycles, 
especially 0.98g/cm3 electrode, which was caused by the difficulty of electrolyte uptake in 
high density electrode. It was obvious that higher density electrodes need more time to fully 
absorb electrolyte. The specific capacities quickly recovered in first 5 cycles and the cycling 
performances were much stable after activation cycles, which indicated that more Si anode 
involved in electrochemical reaction since 6th cycle. The trend of cell capacity fad was 
similar for those four density electrodes, and better capacities were achieved for lower 
density, such as 0.91 and 0.89g/cm3. The reason of this phenomena was the sufficient 
electrolyte stored in lower density/higher porosity electrodes which finally improved the 
specific capacity. However, as shown in Table 4.1, the volumetric energy density dropped for 
those lower density electrodes as well. The highest cell efficiency for 0.93g/cm3 electrode 
proved that this cell had a stable electrochemical reaction which was crucial for LIB system. 
It was clear that this mass loading and electrode density were fit the SiNWs anode material to 
tolerance the huge material expansion and achieve mechanical stability of electrode. 
Therefore, this density was chosen for later comparison of different mass loading. 
Table 4.1 Work electrodes basic information for density test 
 
Three electrodes with different mass loading were prepared at the density of 0.93g/cm3 (seen 
Table 4.2). According to Figure 4.4, the best cell performance was achieved with lowest 
mass loading electrode, which was about 1250mAh/g reversible capacity after 100 cycles. 
The cell efficiency and discharge capacity of first cycle were also the highest among cells. 
On the other hand, the highest mass loading (2.036mg/cm2) electrode shown the poorest 
cycle stability, only 500mAh/g reversible capacity remaining after 50 cycles. This was 
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reasonable because the polarization of thicker electrode was much aggressive during 
electrochemical reaction of cycling, leading much fast capacity fading.     
Table 4.2 Work electrodes basic information for loading test 
 
 
 
Figure 4.4 Cycling performance of three electrodes with various loading at same 
density. 
Figure 4.5 shown Nyquist plots of LIB cells fabricated with electrodes at same density 
(0.93g/cm3) with three mass loading of 0.825mg/cm2, 1.375mg/cm2 and 2.036mg/cm2, 
respectively. According to the plots, the internal resistance of the cell with 1.375mg/cm2 
mass loading much higher than that of 0.825mg/cm2 electrode, and the 2.036mg/cm2 
electrode had worst interface condition. It is clear that higher mass loading can cause faster 
capacity fading due to the longer Li+ and electron transportation path which will increase the 
polarization effect. According to Figure 4.6, the SEM images of cycled electrodes shown that 
fewer cracks observed on lower mass loading electrode. In addition, about 5μm width cracks 
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were observed on 2.036mg/cm2 cycled electrode which was the reason of capacity fading due 
to the material loss and detach from current collector [2, 4-6, 11]. The cracks also facilitated 
the ion and electron transportation because the directly contacted between electrolyte and 
current collector. This explained that the impedance of highest loading had the low 
resistance. Therefore, the mass loading of SiNWs electrode is better lower than 
1.375mg/cm2. This section clearly point out that the proper mass loading and density for Si 
anode electrode are crucial for battery design in LIB industry.  
 
Figure 4.5 Nyquist plots of three electrodes after 50 cycles. 
 
Figure 4.6 SEM images of electrodes before (a, c, e), after 100 cycles (b, d) and after 50 
cycles (f), (a, b) 0.825mg/cm2, (c, d) 1.375mg/cm2 and (e, f) 2.036mg/cm2. 
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4.3.2 Binder 
Binder plays a crucial role in Si-based electrode. However, current commercial binders, 
carboxyl methyl cellulose plus styrene butadiene rubber (CMC + SBR) and polyvinylidene 
fluoride (PVdF), are not satisfied due to low mechanical properties [12-18]. The CMC+SBR 
binder is a control sample for comparison due to the wide usage in LIB industry. Few binders 
are compared in this section to evaluate the performance of SiNWs electrode, including 
native-XG binder (XGB) [19], sodium polyacrylic acid (PAA) and sodium alginate (SA). All 
the binders are easily available at low cost which is the basic requirement of potential 
industry application.    
 
Figure 4.7 Cycling performance of four electrodes with various binders. 
Using same electrode formula (SiNWs : AB : Binder = 63 : 22 : 15, wt %), SiNWs and 
conductive agent, four binders were applied to fabricate Si electrodes with 0.8mg/cm2 and 
normal pressure (5000lb for 3 minutes). The cycle performance and rate capability were 
shown in Figure 4.7 and Figure 4.8, respectively. The result of cycle performance shown that 
electrode using CMC+SBR binder had the poorest cycle stability, 1000mAh/g reversible 
capacity after 100 cycles. All other electrodes presented a similar trend of cyclic performance 
with relatively smaller capacity degradation, and the SA binder showed better performances 
than PAA and XGB.  
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Figure 4.8 Rate capability of four electrodes with various binders. 
The C rate capability further confirmed that the reversible capacities of CMC+SBR electrode 
was lower than other three electrodes at each current density. For Si electrode binder, the key 
note is to from a huge “net” which not only cover the electrode materials, but also create 
more crosslinks in the whole electrode, stabilizing the active materials on electrode. In 
addition, the better binder is not only hold the electrode materials during cycling, it also 
improve the adhesion strength between electrode materials and current collector.  
 
Figure 4.9 Mechanical adhesion property of four electrodes: (a) CMC+SBR binder, (b) 
XG-binder, (c) PAA binder and (d) SA binder. 
67 
 
The fold test is an easy and popular method to test the adhesion property of LIB electrode. 
The results of fold test for the electrodes with different binders were shown in Figure 4.9, 
which indicated that electrode prepared with CMC+SBR binder was detached from Cu foil 
after folding. However, only a little electrode materials detached from foil for other three 
electrodes. In short, XGB, PAA and SA binders can provide better mechanical properties, 
improving the cycle stability.   
 
4.3.3 Cycle mode 
 
Figure 4.10 Cycling performance of two test modes. 
It is well known that the key problem of Si anode is the 400% volume expansion during Li+ 
insertion/extraction process. According to many references, the expansion of Si material is 
related to the Li-Si alloy formation [20-27], which could be a new concept for stabilizing cell 
performance. By controlling the lithiation capacity in Si electrode, the charge/discharge 
capacity can be greatly improved [15, 28-33]. The electrodes were prepared with mass 
loading of 0.8mg/cm2 and density of 0.77g/cm3 which could reduce the polarization effect 
during test, then assembled 2032 coin cell after normal pressing. Other conditions were the 
same until finished the first five activation cycles. Another test mode was carried out to show 
the cycle performance with a lithium insertion capacity limited to 80% of that in formation 
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step at the same current density (0.1C charge and discharge), and the result was shown in 
Figure 4.10. Obviously, the new cycle mode was much stable up to 300 cycles. The lithiation 
capacity of new mode was set to 1872mAh/g, which was the 80% of the 5th cycle discharge 
capacity 2336mAh/g. In the beginning, the discharge capacity of normal cycle mode was 
much higher than that of new mode. Unfortunately, the capacity of normal mode faded very 
quickly, and it was lower than new mode after 50 cycles. It also had to be noted that the cell 
efficiency of new mode was always over 99%. 
 
Figure 4.11 SEM images of electrodes surface: New cycle mode electrodes (a) before 
and (b) after 300 cycles. Normal cycle mode electrodes (c) before and (d) after 100 
cycles. 
The SEM images of electrodes before and after cycling were shown in Figure 4.11. Before 
cycling, both electrodes were uniform and smooth. However, huge difference was observed 
after cycling test. For normal cycle mode electrode (Figure 4.11 (d)), more cracks were found 
and partial active material was lost during cycling due to the aggressive swelling. On the 
contrary, only few cracks were observed on electrode cycled using for cycle mode even after 
300 cycles and the cracks were not linked each other (seen white arrow in Figure 4.11 (b)). 
Unlike normal cycle test, there was not obviously material loss as well. In general, the 
69 
 
electrode maintained much better by controlling the lithiation of Si anode materials since the 
deformation of Si material did not reach the maximum volume change, which clearly 
provided a longer and better cycling performance.   
 
4.4 Conclusions 
The electrode mass loading, density and binder can greatly affect the cycle stability. 
Therefore, finding the right combination of these parameters are crucial to achieve cycle 
stability. Figure 4.12 shown a modified electrode (SA binder, 0.829mg/cm2 and 0.93g/cm3) 
provide a much stable cycle performance, 78.9% retention capacity after 300 cycles and over 
99% cell efficiency. The capacity limitation cycle mode also can improve the cycle stability 
due to the incomplete lithiation reaction provide a relatively small electrode swelling.    
 
Figure 4.12 Cycle performance of modified electrode parameter. 
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Chapter 5   
 
5 Synergies Effect of fluoroethylene carbonate (FEC) and 
vinylene carbonate (VC) on Si Anode for Lithium-Ion 
Battery 
 
5.1 Introduction 
Rechargeable lithium-ion batteries (LIBs) have been attracted more attention as ideal energy 
storage device for green energy sources (solar, wind, tide, etc.) because of their high energy 
density [1-3]. New active materials are highly essential for further improving the energy 
density of LIBs to meet the ever-growing energy needs and reducing fossil fuel consumption 
[4-6]. Among the various anode materials, Si is recognized as one of the most promising 
candidates for next generation LIBs due to its super high theoretical capacity (4200mAh/g), 
abundance and environmental friendly [7-10]. However, the Si material is still suffering huge 
volume change during lithiation/delithiation process which finally lead to rapid capacity 
decay due to stress inducing structure destruction [9, 11-16]. Another consequence of this 
destruction is solid electrolyte interphase (SEI) [17] which is a very thin film formed on the 
electrode surface by decomposing of electrolyte components. The SEI formed during the 
cycles can be broken because of the material cracks in lithiation process and reformed on the 
fresh Si material surface after each cycle. Moreover, the reforming SEI will consume 
electrolyte during the electrochemical reaction on the interface of electrolyte/electrode [18-
19], and eventually accelerate the capacity fading. Although nanostructured Si anode can 
greatly minimize the volumetric effect, stable SEI is also important to stabilize cycling 
performance. It is clear that the properties of SEI are related with the components of 
electrolyte. Therefore, this thin film can be modified by changing the ratio of components or 
adding new component in electrolyte. Electrolyte additives, usually less than 5% of total 
electrolyte, can greatly optimize the battery performance [20-25]. Enormous research efforts 
have been undertaken to understand the mechanism of additive function on the performance 
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of LIBs, but more work have to be focused on Si anode. The fluoroethylene carbonate (FEC) 
[26-34] and vinylene carbonate (VC) [22, 35, 36] are common electrolyte additives for LIB 
electrolyte, and recently both have found to particularly improve the cycling behavior of Si 
electrode. But there is no systematic study of synergies effect of FEC and VC in Si-based 
LIB. In this part, electrochemical performance of SiNWs electrode in four electrolytes 
(BE37, BE37+VC, BE37+FEC and BE37+VC+FEC) was evaluated, following the surface 
characterization to reveal the synergies of two additives.           
 
5.2 Experimental Section 
In this part, Silicon nanowires (SiNWs, Springpower International, Canada), acetylene black 
(AB, Gunbai, Denki Kagaku Kogyo, Japan) and sodium alginate (SA, MP Biomedicals, 
LLC, USA) were used for preparing the Si anode electrodes. The formula of electrode was 
SiNWs : AB : SA = 63 : 22 : 15 (wt.%). The as-prepared slurry was casted on 18μm copper 
foil and loading of total mass for electrodes was about 0.6mg/cm2. The electrodes were cut 
and assembled into 2032 coin cell after pressing. The control electrolyte was 1.3M LiPF6 in 
3:7 (v/v) EC/DEC electrolyte (BE37) purchased form BASF, USA. Two additives were 
added in BE37 electrolyte with 3 combinations: FEC (10 v%, BASF, USA), VC (2 v%, J&K 
Scientific LLC, USA) and FEC+VC (10 v% + 2 v%). Cycle performance was tested in Arbin 
BT2000 with a 5 formation cycle at a 0.05C current density and charged/discharged at 0.1C 
for later cycles. The purpose of formation process is to form a stable SEI on the Si electrode 
surface, and lower current density facilitates this step. Therefore, 0.05C current density was 
applied for charge and discharge process in a voltage window between 0.01-1.5V (vs. Li+/Li) 
at room temperature. For later cycles, the cycle test was carried out in a voltage window 
between 0.01-1V (vs. Li+/Li) at a 0.1C current density for lithiation, including constant 
current (CC, 0.1C) and constant voltage (CV, 0.005C), and constant current (CC, 0.1C) for 
delithiation. The later test mode was similar the full cell test in LIB industry which could get 
full capacity of Si anode in cell. The calculation of C was based on the total mass loading and 
4200mAh/g. The cycle performance also tested at high temperature (55℃) and low 
temperature (-20℃). EIS spectra was applied to compare the change of internal resistance, 
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and the morphology of electrode was observed by FESEM technique. FTIR was employed to 
analysis the electrode surface before and after cycling. 
 
5.3 Results and Discussion 
 
 
Figure 5.1 Cycle performance of electrodes at room temperature. 
Electrolyte additives VC and FEC clearly improved the capacity retention and cycle 
efficiency at room temperature, as shown in Figure 5.1. The electrode of VC+FEC exhibited 
the highest reversible capacity after 50 cycles, remaining 1931mAh/g and 81.7% capacity 
retention of the first discharge capacity. The cycle performance of the cell with FEC+VC 
additive is much stable compared with other three electrodes. The electrode of FEC additive 
also had similar trend, but the reversible capacity was 1908mAh/g and 80.1% capacity 
retention after 50 cycles. The electrodes with BE37 and BE37+VC had more capacity loss 
during the cycles, and the reversible capacity were 1570mAh/g and 1702mAh/g, 
respectively. It had to be noted that the capacities after formation cycles were dropped more 
with the existence of FEC in two electrolytes, but less capacity fading after 6th cycle. The 
reason for this was much stable SEI formed on the Si anode surface at the first formation 
cycles due to the FEC and FEC+VC additives, but for other two electrodes, fragile SEI 
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broken and reformed during later lithiation/delithiation process which leaded more capacity 
loss [9, 12]. The electrodes of BE37+FEC+VC and BE37+FEC had the higher and stable cell 
efficiency (around 98-99 %) .  
 
 
Figure 5.2 Rate capability of electrodes at room temperature. 
The rate capability of electrodes in four electrolytes was presented in Figure 5.2. After 
formation process of first five cycles, the electrode of FEC/VC additives delivered a capacity 
of around 2200mAh/g at 0.1C current density. It was reasonable that the capacity dropped 
with higher current density, achieving reversible capacity of 850mAh/g at 2C. In addition, 
the reversible capacity was back to 1830mAh/g after the current density reduced to 0.1C 
again. It was clear that the rate capability was dramatically improved with the help of 
additives. The stable SEI, formed in formation cycles, played a crucial role to maintain the 
mechanical structure of electrode. Enough conductive agent was also important to increase 
the Li+ and electron transportation. However, the electrode without any additives had poorest 
discharge capacities, around 520mAh/g at 2C and 1330mAh/g at 0.1C, respectively.  
Figure 5.3 compared the Nyquist plots of the cells with different electrolytes after 1st cycle 
and 50 cycles. All impedance spectrum were measured after different cycles to confirm the 
change of electrode surface conditions at the state of full delithiation. The half cell battery 
can be modeled by an equivalent circuit as shown in Figure 5.3 (c), where RΩ is the ohmic 
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resistance, RSEI is the charge resistance between the SEI layer and the electrolyte, RCT is the 
charge transfer resistance between the SEI and Si, CSEI is the capacitance of the SEI, Cdl is 
the double layer capacitance on Si, and ZW is the Warburg impedance describing the solid 
state diffusion of Li+ in the electrode. A clear difference was observed after first cycle (seen 
Figure 5. (a)). The initial SEI formed in FEC and FEC/VC electrolytes were better than other 
two electrodes due to the presence of FEC which dramatically improved the electrode’s 
surface electrochemical property [37-39]. After 50 cycles, another group of spectrum was 
obtained and presented in Figure 5.3 (b). The RSEI of BE37 electrolyte was 116Ω after 1st 
delithiation and 166Ω after 50 cycles, and the RSEI of BE37+FEC+VC was 37Ω after 1st 
delithiation and 81Ω after 50 cycles. Obviously, according to the comparison, the initial SEI 
formed on electrode surface in FEC/VC electrolyte had much smaller resistance, which 
indicated the SEI was quite stable. Furthermore, this stable SEI was still functional after 50 
cycles. The resistance of VC and FEC additives were between them, which totally agreed 
with the cycle performance. It had to be noted that VC optimized the SEI during cycling [40, 
41] since it achieved a similar impedance of FEC electrode. The SEM images of electrodes 
before and after cycling confirmed this phenomenon. 
 
Figure 5.3 Nyquist plots of electrodes (a) after first cycle, (b) after 50 cycles and (c) 
equivalent circuit. 
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According to Figure 5.4, the SEM image of electrode surface before cycle test was uniform. 
However, the cracks of 2-3 micros width were observed after 50 cycles on the BE37 
electrode surface. With the help of VC or FEC, the cracks were still found on the electrode’s 
surface, but the total length was much less and width of them were less than 1 micro [37, 40, 
42]. For the best cycle performance of FEC/VC electrolyte, only few small cracks (the white 
arrows in Figure 5.4 (e) can be observed and the rest of the electrode surface was still 
uniform. This was mainly because the stable SEI facilitate to keep the mechanical structure 
of electrode which held the materials and tightly attached on the current collector.           
 
Figure 5.4 SEM images of electrodes surface (a) before and (b, c, d, e) after 50 cycles at 
room temperature, (b) BE37, (c) BE37+VC, (d) BE37+FEC, (e) BE37+FEC+VC. 
Figure 5.5 presented the FTIR spectra for the Si electrodes before and after cycling, 
indicating variations in chemical groups. The pristine electrode was used (electrolyte free) 
reference to compare all cycled electrodes in electrolyte with different additives. The spectra 
of BE37 electrode revealed that no intense peak was observed after 50 cycles due to the 
intensity of peaks decreased gradually as the cycle test increased [42, 43]. The peaks of 
LiPF6  decomposition by-products were observed at 842cm
-1 for P-F bond in PF3, and 
905cm-1, 730cm-1 for P-O-C stretching modes in P(OR)3 [44]. The decomposition of EC 
generated a group of peaks at 1485, 1407cm-1 for C=O stretching [45] and 862cm-1 for 
OCOO- bending which came from Li2CO3 [46]. The peak at 1309cm
-1 originated from the 
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reduction of DEC [44]. For the electrodes with additives, clear peaks were observed at 
1772cm-1 and 1805cm-1after 50 cycles. The peaks around 1772cm-1 corresponded to the C=O 
stretch mode of DEC and EC decomposition products [44, 45], and the peaks around 
1805cm-1 attributed to the formation of poly(VC) [41, 42] and poly(FEC) [38, 42, 43] in the 
electrochemical interface reaction during cycling. Based on the previous data, it clearly 
indicated that poly(VC) and poly(FEC) greatly improved the electrode surface cracks due to 
their better mechanical properties. Furthermore, both these polymer formed in 
BE37+FEV+VC electrolyte further improved the stability of electrode structure.     
 
Figure 5.5 FTIR spectrum of electrodes before and after 50 cycles at room temperature. 
The high temperature cycle performance was carried out in a ESPEC temperate box at the 
temperature of 55℃ (seen Figure 5.6). The formation cycles were conducted at room 
temperature then transfer to temperate box until the whole cell reached 55℃. Compared with 
the performance at room temperature, the cycles had more stable with higher discharge 
capacity and efficiency. The reason was the transportation of Li+ and electron could be much 
easier in battery system, which finally facilitated the electrochemical interface reaction. For 
BE37 electrode, the cycle stability was much improved before 39th cycle, then the capacity 
started to decrease. With the help of additives, the reversible capacities after 50 cycles were 
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1781mAh/g (VC), 1899mAh/g (FEC) and 2004mAh/g (FEC/VC), respectively. Part of the 
reason for better performance at high temperature was the additives repaired the cracks 
which created during cycling [45, 47-51]. The electrolyte solvent and Li salt could 
immediately form new SEI when in contact with the newly exposed Si anode surface with 
the help of FEC and VC additives polymerization at elevated temperature.     
 
Figure 5.6 Cycle performance of electrodes at 55℃. 
A similar experiment was conducted to confirm the cycle stability at -20℃. The formation 
cycles were carried out at room temperature with 0.05C current density then transfer to low 
temperature box. According to the Figure 5.7, the reversible capacities of 6th cycle at -20℃ 
were 162mAh/g (BE37), 768mAh/g (VC), 1067mAh/g (FEC) and 789mAh/g (FEC+VC), 
respectively. The cell efficiency was also low, around 90-91% for four cells. This was 
because of the interfacial reaction was suppressed at low temperature and the conductivity of 
electrolyte was decreased. However, the capacities increased gradually during cycling, 
reaching 267mAh/g (BE37), 637mAh/g (VC), 949mAh/g (FEC) and 1389mAh/g (FEC+VC). 
The results revealed that the FEC/VC electrolyte demonstrated the best performance at -20℃, 
and the FEC additive presented a better performance than that of VC. This probably that new 
SEI provided a thinner and stable interface which could facilitate the Li+ and electron 
transportation, especially important at the low temperature of -20℃.        
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Figure 5.7 Cycle performance of electrodes at -20℃. 
      
5.4 Conclusions 
The effect of additives VC (2 vol%), FEC (10 vol%) and FEC/VC (10/2 vol%) on the cyclic 
stability of SiNWs electrodes was investigated in BE37 electrolyte. At room and high/low 
temperatures, the cycle performances revealed that the FEC/VC electrolyte provided the 
highest cycle stability and reversible capacity and the single usage of FEC and VC additive 
clearly enhanced the reversible capacity due to the formation of stable SEI with poly(VC) 
and poly(FEC) on the electrode surface. The impedance results confirmed that the additives 
dramatically optimized the interface electrochemical condition which also improved the rate 
capability at room temperature. According to the SEM images of electrode surface, much 
less cracks were observed after adding additives. Therefore, combined with stable 
electrochemical interface reaction and stronger poly by-products on the electrode surface, the 
cycle stability was much improved. 
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Chapter 6   
 
6 Conclusion and perspective 
 
6.1 Conclusion 
In this thesis, three studies were conducted to enhance the stability of Si anode for practical 
application in LIBs. These sections included Si anode synthesis, Si electrode optimization 
and electrolyte improvement. Each part of this thesis plays a crucial role for achieving high 
performance LIB through the use of Si as an anode material.  
The first part of this work presented an HF free chemical etching method to synthesis SiNWs 
from Si-Al alloy. This method only required a simple heat treatment prior to HCl etching. 
The process allows for facile handing, while simultaneously imparting low cost and 
environmental benignity. Optimal conditions for heat treatment was determined to take place 
at 1000℃ for 8 hours under argon gas. As prepared SiNWs had a diameter of 100nm with 
micro scale particles, including a crystalline Si phase with oxidized Si and small amounts of 
aluminum. The electrochemical evaluation confirmed a capacity retention of 1321mAh/g 
after 50 cycles for the prepared SiNWs.  
The second part of this work was carried out to optimize the parameter of Si-based electrode, 
a critical aspect when trying to stable and reproducible cell performance. Electrode mass 
loading and density, binders and cycle mode protocol were studied. In order to fabricate a 
high quality Si electrode with appropriate energy density, it was found that having a mass 
loading of approximately 0.8mg/cm2 and density of 0.93g/cm3 was optimal. Compared to the 
traditional CMC-SBR binder typically used for Si anode electrodes, SA, XGB and PAA 
binders were found to improve cycle stability due to more robust mechanical properties. The 
retention capacity of optimized electrode was found to be 78.9% after 300 cycles at room 
temperature. A new cycle protocol was found to exhibit extremely stable cycle performance 
88 
 
since the Si electrode volume expansion during lithiation process was greatly suppressed by 
controlled lithiation.     
The last part of this work evaluated the synergies of FEC and VC additives for Si anode in 
half cell LIB. It was determined that FEC and VC could improve cell performance when they 
were applied in EC/DEC electrolyte. Furthermore, the combined use of these additives in the 
electrolyte with 10% and 2% (vol %) could further improve the cycle performance in high 
temperature (55℃), room temperature (25℃), and even low temperature (-20℃) LIB. 
Nyquist plots confirmed that the internal resistance of FEC/VC electrode was the lowest due 
preferential SEI formation. It was determined that enhanced mechanical properties attributed 
to the poly(FEC) and poly(VC)  formed on the electrode surface during cycling.  
Based on the pure Si anode electrode, most of the work related to the practical application in 
lithium-ion battery industry. 
 
6.2 Perspective 
Despite recent efforts made for LIB technology in the last two decades, more work is 
required for further improving the battery system to achieve greater energy density. 
According to the work presented in this thesis, the following work can be carried out for 
future Si anode materials synthesis, Si-based Lithium-ion battery processes, and 
electrochemical system optimization.  
For Si anode materials, further work can be focused on the selection of Si-Al alloy, higher 
heat treatment temperatures, longer treatment time, and optimization cooling down rate. The 
different ratio of Si element in Si-Al alloy can greatly affect the yield of SiNWs. The heat 
pre-treatment process also can dramatically optimize the morphology of the induced Si phase 
in Si-Al alloy by taking advantage of eutectic effects. Furthermore, an increased annealing 
temperature (1100-1700℃) can be employed in order to achieve SiNWs with smaller 
diameter. The research conducted here also suggests that a prolonged calcination storage 
time may also allow for longer SiNWs. Other methods can be applied to accelerate the 
eutectic effect, such as ultrasonic vibration the alloy during heat treatment [1]. A proper 
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cooling down rate helps to frozen the SiNWs structure and avoids the SiNWs to form 
particles again [2, 3]. 
The battery assemble process should be further optimized because of the introduction of 
nanostructured Si anode in LIB system. The slurry making process is crucial step for LIB 
industry because the quality of electrode directly affect the battery performance, but the huge 
surface area effect of nanomaterials will greatly change the condition of anode slurry. More 
detailed work should be done on slurry making process. According to the mutual graphite 
slurry process, the key point is to improve the capability of Si-based electrode preparation 
processes since current LIB industry instruments are designed for handing micro scale 
(usually 25μm) active materials. Selection of binders and optimization of the slurry formula 
are crucial for accommodating Si volume expansion and electrode swelling during cycling. 
New binders should be further studied to improve the mechanical properties by more 
functional groups [4-6], other functions [7-10], as well as reduce the ratio in electrode.     
A stable electrochemical system is crucial for LIB, especially Si-based LIB due to the 
aggressive volume expansion effect. The electrolyte plays a critical role in cycling and 
performance of LIB. FEC and VC additives have already been shown to greatly optimize 
cycle stability in half cell test. Additional additives should be studied in carbonate electrolyte 
for Si-based LIBs to form a stable SEI on electrode surface [11, 12], and more importantly, 
new electrolyte should be compatible for Si anode material and cathode electrode [13-16]. 
Therefore, the electrolyte should be further tested and confirmed in full cell evaluation. 
Combined all these works together, the practical application of Si anode in LIB industry can 
dramatically improve the energy density of next generation Lithium-Ion Batteries. 
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